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Glassblowing area (GA) is available for scientific glassblowing to all members of the JAG group
who feel qualified to handle the heat and molten glass. Please, follow these basic guidelines of
use:
1.

Before you start any glassblowing work, please, take a moment to check for the position
of the safety equipment (fire extinguisher, fire blanket, first aid kit, exit door…). Try to
inform someone of your presence in the GA or keep the door open if possible. Dress
appropriately!

2.

The gas cylinders are set up to the appropriate pressures (see below). Please do not
change these values unless previously discussed with the person in charge (PiC) of the
Glassblowing area or the departmental glassblower. If you need to change the pressure of
any gas cylinder, please, return it to the original level.
2.1

Pressured gases:
2.1.1

Propane (5 psi)

2.1.2

Oxygen (10-15 psi)

3.

Please check to see if anyone is using H2 or a flammable gas in the same room; if yes,
check that the experiment is appropriately vented.

4.

The raw glass material is to be used efficiently. Always cut the smallest amount
necessary to work with, but large enough to be safe. Spare parts are located in the
drawers. If you want to use any of the parts in the box labeled “glassware to be repaired”,
please, consult with the PiC first, as some parts might belong together.

5.

Keep the hot glass on the working sheet or resting on the cooling rack; never place a hot
piece of glass directly on the bench. Keep all hot glass or tools in a safe distance from
your body.

6.

When done working, let all the tools cool and then place them to their appropriate place
in the drawers.

7.

All scrap glass that can be used for future work should be placed into the metallic
container labeled “usable glass”

8.

All waste glass should be placed in the metallic container labeled “broken glass”. Never
place hot glass into a regular glass-recycling box provided in the stockroom (paper
burns).

9.

Please, fill in the usage list for the GA on the wall with your name, date and time used
and the level of both gas cylinders when done.

The JAG members can get their broken glass repaired in the JAG GA, depending on the
difficulty and availability of equipment and spare parts. All in house repaired glassware intended
for high pressure work (or similar) will be submitted for re-fire in the departmental facility to
ensure maximum quality and safety. Rules for glass repairs:
1.

Before submitting any glass parts for repair, please, wash your glassware thouroughly
from any and all chemicals and then with water (extremely important for the safety and
health of the repairer).

2.

Keep all the broken parts of a specific piece of glassware together. Place it on the
shelves/boxes labeled “glassware to be repaired.”

